SPECIFICATIONS

CONSTRUCTION: Spun copper, aluminum or 316 stainless steel China Hat with matching extruded stanchion; Copper model features cast brass adjustable hub; Stainless model has matching cast 316 stainless steel hub; Aluminum model has aluminum hub

LAMP SUPPLIED: 20w T4/S.C. Halogen 10,000 hours average rating (20w max)

LAMP OPTIONS: We recommend 10,000 hours average rating Xenon (-X) or 3w 50,000 hours average rating OMNI-3 LED (-LED3)

SOCKET: Single contact bayonet, brass nickel plated lamp socket screw shell (Ba15s)

WIRING: Black 3 foot 18/2 zip cord from base of fixture

For 25 foot 16/2 fixture lead wire add -25F to catalog number

CONNECTION: FA-05 Quick Connector (not supplied) from fixture to main cable (12/2, 10/2 or 8/2 only)

MOUNTING: FA-03 black 9” ABS stake, tapped 1/2” NPS

FINISH: Copper - Unfinished

Stainless Steel - Brushed

FINISH: Aluminum-Black texture polyester powder coat. Optional finishes available.

ORDERING INFORMATION

CATALOG NO. DESCRIPTION LAMP SHIP WEIGHT
RXA-01-COP Copper 6” China Hat, w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-F-COP Copper 6” China Hat, Fainal w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-2T-COP Copper 6” China Hat, Two Tier w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-SS 316 Stainless Steel 6” China Hat, w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-2T-SS 316 Stainless Steel 6” China Hat, Two Tier w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-BLT Aluminum 6” China Hat, w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
RXA-01-F-BLT Aluminum 6” China Hat, Fainal w/ Adjustable Hub 20w T4 Halogen 3.0 lbs.
## LIGHT DISTRIBUTIONS AND PHOTOMETRICS

<table>
<thead>
<tr>
<th>Feet</th>
<th>2</th>
<th>4</th>
<th>6</th>
<th>8</th>
<th>10</th>
<th>12</th>
</tr>
</thead>
<tbody>
<tr>
<td>Meters</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

| fc | 104 | 38.6 | 15.8 | 2.2 | fc | 1119 |
| lux | 24 | 170 | 75 | 41 | lux | 170 |

### RXA-01

Half Spread Photometrics
8 ft. (2.4m) to 24 ft. (7.3m) diameter