SPECIFICATIONS

CONSTRUCTION: Extruded aluminum floodlight with cast aluminum adjustable swivel. Heavy-duty stamped aluminum Hood Extension available (add -HE to part number)

LENS: High impact clear acrylic

REFLECTOR: Highly polished specular aluminum

BALLAST: Type 1 outdoor magnetic clamped core. 120 volt primary amp draw of 0.165, not including lamp wattage. 240 volt and 277 volt options available - consult factory for details.

LAMP SUPPLIED: CFL T4 single tube, 4100°K. 10,000 hour (7w max)

ORDERING INFORMATION

CATALOG NO. | DESCRIPTION | LAMP | SHIP WEIGHT
--- | --- | --- | ---
FFL-07-BLT | Aluminum Floodlight | 7w, 4100°K CFL | 2.0 lbs.
FFL-07-HE-BLT | Aluminum Floodlight, hood extension | 7w, 4100°K CFL | 2.0 lbs.

TYPE

FOCUS INDUSTRIES INC.
25301 COMMERCE DRIVE
LAKE FOREST, CA 92630
(949) 830-1350 • FAX (949) 830-3390

www.focusindustries.com
sales@focusindustries.com

BEAM/GLARE CONTROL ACCESSORIES

FA-06-7 | 1/4" Mini Hex Cell Louver
FA-09-7-BLUE | Blue Plastic Gel
FA-09-7-GREEN | Green Plastic Gel

-HE | Add to catalog number for Hood Extension

JOB INFORMATION

Type: Date:

Job Name:

Cat. No.:

Lamp(s): Specifier:

Contractor:

Notes:

FOCUS INDUSTRIES INC.
25301 COMMERCE DRIVE
LAKE FOREST, CA 92630
(949) 830-1350 • FAX (949) 830-3390

www.focusindustries.com
sales@focusindustries.com

BRASS & COPPER ONLY
### LIGHT DISTRIBUTIONS AND PHOTOMETRICS

#### FFL-07 SERIES

**COMPACT FLUORESCENT LIGHTS**

<table>
<thead>
<tr>
<th>Texture</th>
<th>Foot-candles (lux)</th>
<th>Feet</th>
<th>Meters</th>
</tr>
</thead>
<tbody>
<tr>
<td>-BLT</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-ATV</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-BRT</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-CAM</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-WTX</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-HTX</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-RST</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-WIR</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-WBR</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-STU</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-RBV</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-CPR</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-BAR/CAV</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-BAR/CAR</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BAT</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- **Black Acid (standard)**
- **Antique Verde**
- **Bronze Texture**
- **Camel**
- **White Texture**
- **Hunter Texture**
- **Rust**
- **Weathered Iron**
- **Weathered Bronze**
- **Stucco**
- **Rubbed Verde**
- **Chrome Powder**
- **Acid Patina**
- **Acid Wash**
- **Black Acid Treatment**

*BRASS & COPPER ONLY*

---

**Half Spread Photometrics**

- **FFL-07**
- **FFL-07-HE**
- **FFL-5**

**Height of fixture from floor:**
- 1 ft. (305mm)
- 2 ft. (610mm)
- 3 ft. (914mm)

**Graphs**

- Distances and foot-candles data for various textures.

---

*Note: The table contains foot-candle values for different fixture heights and positions.*